


Benefits/Features

B. Positive stops 
assure accurate 
positioning.

G. Quick disconnects for 
easy coolant connections 
to the mold & press.

F. Proximity switches 
for table position 
verification.

D. Solid bronze, alloy 
coated base plate 
protects the rotary 
plate from wear.

H. Quick disconnects for 
temporary connection to molds.

M. Multiple hydraulic and servo 
motor options for simple 
and accurate table rotation.

A. Rotary
potentiometer for 
positive tool location.L. SPI, Euromap, and 

custom combinations of 
knock-out and tool 
patterns are available to 
fit any press or 
application.

E. Straight locks for 
verification of 
locations & set-up.

J. Isolated water 
union with 
non-loaded 
bearings for long 
seal life. Hydraulics 
for cores are 
available.

C. Tapered locators 
insure fast & true 
mold positioning.

I. Isolated water 
lines maximize 
thermal efficiency.

K. Optional circuits
are available for 
hydraulic, electrical, 
water, and air.

• Savings on overhead costs
• Lower installation costs
• Increased flexibility
• Increased efficiency
• Low maintenance 
• Easy Installation
• No additional machining
  required on platen with
  our flush mounted design

Our Rotary Platens can
offer the following benefits:• Free floating bearing on rotating

   water union
• Independent modular construction
   for ease of maintenance
• Very low friction for reduced wear
• Low wear for long seal life
• Excellent corrosion and chemical
   resistance with fluid compatibility

Independent Water Union Seal:
Rear View

Water hub
drain

Side View

UMS Rotary Platens / Flush Mounted Design

Our rotary platens optimize quality, cycle time, and cost savings. Call for the latest innovations and options 262-255-5790. 



Sizes/Styles

Rotary Platen Assembly U.S. Patent # 6,402,504  B1

Alternate Platen Styles
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Double productivity without 
requiring a larger press!
Horizontal Rotary Stack technology 
utilizes current molding equipment to 
bring cost effective multishot molding 
to your production facility. Like our 
vertical models, these platens move 
from press to press and can 
accommodate different molds.

Visit www.multishot.com to view 
videos of our rotary platens.

Horizontal
Rotary Stack

with Tool

Visit multishot.com to see 
dimension drawings and 
learn more about these 
Rotary Platens and other 
multishot technologies.

Platen Prints and Diagrams

14 Standard Platen Sizes (400mm-2200mm)


